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Multi Interface

A CANopen interface is integrated into the standard 
®instrument. If several SERVOSTAR  300 are linked together 

through the CANopen interface, then the entire group can be 

parameterized and commissioned with the aid of a PC and the 

WINDOWS™ operator software, without requiring a master.

Transmission procedure:

- CAN standard ISO 11898 (high-speed communication)

- 1MBit/s max. transmission speed

- supports the CANopen standards DS301, DSP402

The servo amplifier can be operated through a PROFIBUS DP 

interface.

Transmission procedure:

 - PROFIBUS DP to EN 50170

- baud rates 187.5 kBaud to 12 MBaud

- supports the PROFIBUS drive profile PROFIDRIVE

The servo amplifier can be operated through a 

 This expansion card makes it 

possible to transmit setpoint and actual values with 

different cycle times 

(0.5 to 8ms) with an additional interpolation of the 

setpoints within the drive. This enables a 

synchronization that is exact to the µs, for fast, 

precise multi-axis control.

Transmission procedure:

- SERCOS standard to IEC 61491

- interference-proof optical fibres

- baud rate pre-selectable to  MBaud

- optical output power is adjustable

 

SERCOS Interface.

2, 4, 8 or 16 
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A DeviceNet Interface can be used as an option.

Transmission procedure:

- CAN-Standard ISO 11898 (high-speed comm.)

- 500kBit/s max. transmission speed

®This expansion card connects your SERVOSTAR  to your LAN 

and to the Internet. With the standard TCP/IP transmission you 

can get status information and send parameter values to the 

amplifier.

The I/O-expansion card is an extremely economical way of 

operating servo controllers under position control for simple 

automation tasks. 

14 additional digital inputs permit the selection and start of the 

motion tasks that are stored in the motion-task memory of the 
®SERVOSTAR  300. 

8 digital outputs report the status of the drive to the higher-level 

control.

I/O expansion card

The motion controller option card is the solution for 

complex motion controlling. 

Features:

- complex programs, interrupts 

- advanced error handling

- indexing, I/O processing

- complex Camming

- electronic shaft / CANopen

- 1 ms update time

Single Axis Controller

You'll find information to the motor series in the associated product 
brochures or in the WEB at www.DanaherMotion.net

AC synchronous servomotorsRotary direct drive motors

Servo linear actuatorsLinear direct drive motors
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